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StreetEagle® Compliance Tablet
A self-installed, FMCSA-certified, ELD-only solution that makes compliance simple

The StreetEagle Compliance Tablet from InSight Mobile Data (a complement  
to the more rugged, multi-function StreetEagle Utility Tablet) provides a  
simple, low-cost, FMCSA compliant solution for organizations looking for an  
ELD-only option.

The durable, 7” tablet ships with two other hardware components and 
requires no outside help for installation. The ELD device is located in the tablet 
cradle itself, which also includes a visual malfunction indicator (meeting the 
FMCSA’s requirement). A standard JBus cable to plug in to the vehicle’s engine 
completes the package – and you’re ready to go.

The Compliance Tablet makes it easy to plug in, turn on and get  
on the road... it’s an affordable, reliable option for fleets that  
don’t need other applications (like maintenance management, driver  
behavior monitoring or custom mobile forms) integrated into their solution.

The StreetEagle Compliance tablet with  
ELD device built right into its cradle.

Convenient services to make compliance and connectivity easier, such as:

Driver Duty Status

Simple, clean interface 
makes it easy for drivers to 
communicate their status.

Fuel Management

The software keeps track of 
important fuel usage data 
like time/location of fill-ups, 
costs, fuel efficiency, etc.

DVIR

The touch-based checklist 
makes vehicle inspection 
painless, and a breeze to 
submit.

IFTA Reporting

For drivers operating across 
state lines, the software 
will automatically track and 
submit interstate mileage 
data.
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Specifications
GENERAL LTE/UMTS/HSPA network technologies;  
 20,000 buffered messages; 32 radial and  
 32 polygonal geofences

I/O INTERFACE 1 fixed bias digital ignition inputs; status  
 LEDs (GPS, cellular, VPU, red and green  
 for ELD)

CERTIFICATIONS FCC; IC; PTCRB; Applicable carriers

TEMPERATURE -30˚ – 75˚ C (connected to primary power)

HUMIDITY 95% RH at 50˚ C non-condensing

SHOCK/VIBRATION U.S. Military Standards 202G and 810F,  
 SAE, J1455

OPERATING VOLTAGE 9-30 VDC (start-up, operating); 8-32 VDC  
 (momentary)

POWER CONSUMPTION 0.5 mA @ 12 V (deep sleep); 100 mA @ 12V  
 (idle on network with VBUS active)

BACKUP BATTERY Lithion/Ion 200mAh

DIMENSIONS 6.1” x 8.2” x 1.6” (156 x 209 x 41mm) 

WEIGHT 6.28 oz (178 g)

I/O CONNECTION 6-Pin Molex

VEHICLE BUS OPTION 12-Pin Molex

ANTENNA External cellular antenna

StreetEagle Compliance Tablet

Three Components to the Solution:

1. Integrated Cradle: in-cab charging cradle (an industry 
first) with a mandated LED malfunction indicator light 
and a powerful built-in telematics gateway featuring 
highly sensitive GPS, triple-axis accelerometer, cellular 
connectivity and the ability to read and communicate 
real-time vehicle engine data. The cradle also supplies 
connectivity to the Compliance Tablet while docked.

2. SE Compliance Tablet: a rugged 7-inch touchscreen 
display with Wi-Fi and Bluetooth® connectivity, including 
StreetEagle ELD software (HoS and DVIR),  
fuel management and more. 

3. ECM Connection (Y-Cable): a single cable that provides 
power and direct connectivity to the vehicle’s engine 
control unit. ECM support for all light and heavy duty 
vehicles.

Plug In, Turn on and Get Going
Installation is straight-forward:

1. Install the mount on the dash, floor or window (with a suction 
cup); attach the cradle with four (4) screws;

2. Click the SE Compliance Tablet into the cradle;

3. Plug the cable into the J-Bus... and you’re ready to go! The StreetEagle Compliance Tablet is easy to install;  
no hard wiring required.


